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Abstract
Today's manufacturers face increasingly intense global competition. To remain protable,
they are challenged to design, develop, test, and manufacture high reliability products
in ever-shorter product-cycle times and, at the same time, remain within stringent cost
constraints. Design, manufacturing, and reliability engineers have developed an impressive
array of tools for producing reliable products. These tools will continue to be important.
However, due to changes in way that new product-concepts are being developed and brought
to market, there is need for changes in methods used for design-for-reliability and reliability
testing, assessment, and improvement programs.
This paper uses a conceptual degradation-based reliability model to describe the role and
need for integration of reliability data sources. These sources include accelerated degrada-
tion testing, accelerated life testing (for materials and components), accelerated multifactor
robust-design experiments and over-stress prototype testing (for subsystems and systems),
and the use of eld data (especially early-production) to produce a robust, high-reliability
product and to provide a process for continuing improvement of reliability of existing and
future products. Manufacturers need develop economical and timely methods of obtaining,
at each step of the product design and development process, the information needed to meet
overall reliability goals. We emphasize the need for intensive and eective upstream testing
of product materials, components, and design concepts.
Key Words: Accelerated testing; Accelerated life testing; Degradation measurements; De-
signed experiments; Prototype testing; Robust-design; Field data feedback; Failure mode
analysis.
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21 Introduction
1.1 Quality and reliability
Rapid advances in technology, development of highly sophisticated products, intense global
competition, and increasing customer expectations have combined to put new pressures on
manufacturers to produce high quality products. Customers expect purchased products to
be reliable and safe. Systems, vehicles, machines, devices and so on should, with high prob-
ability, be able to perform their intended function under encountered operating conditions,
for some specied period of time.
Reliability is often dened as the probability that a system, vehicle, machine, device,
and so on, will perform its intended function under encountered operating conditions, for
a specied period of time. Improving reliability is an important part of the larger overall
picture of improving product quality. There are many denitions of quality, but general
agreement that an unreliable product is not a high quality product. Condra [4] empha-
sizes that \reliability is quality over time." In reliability there are strong parallels with
(or generalizations of) important quality concepts such as metrics, process capability, and
continuous improvement.
Statistical process monitoring and designed experiments have become important tools for
design and process engineers in their quest for continuous quality improvement. Methods of
improving quality have had a positive impact on improving reliability. Using methods with
particular focus on reliability, however, has the potential to produce additional important
improvements that would not be possible by using quality improvement methods alone.
1.2 Diculty in measuring reliability
Modern programs for improving reliability require quantitative methods for predicting and
assessing various aspects of product reliability. Careful planning is required for ecient and
timely collection of the needed data. This will involve the collection of \reliability data"
from combinations of studies such as laboratory life tests, degradation tests of materials,
devices, and components, designed experiments for reliability improvement, tests on early
prototype units to learn about possible failure modes, careful monitoring of early-production
units in the eld, analysis of warranty data, and systematic longer-term tracking of product
in the eld.
Among quality metrics, reliability is one of the more dicult to monitor and control; it
can be assessed directly only after a product has been in the eld for some time. Similarly,
identication and rectication of root causes of reliability problems can be more dicult.
Predictions or indirect measures of reliability based on laboratory testing have the potential
to be highly inaccurate.
1.3 Risks and needs for using new (unproven) technology
The diculty of the challenge to improve product reliability is compounded by tighter reg-
ulations on, for example, fuel economy, auto emissions, and the release of harmful chemical
compounds into the environment. These regulations are requiring the introduction of ma-
terials and technologies that have not, as of yet, met the test of time. In some products,
3large safety factors of past designs are being reduced to meet weight and cost constraints.
Changes in existing technology, materials, and safety factors dictate the need for increased
amounts of testing, development, and experimentation.
1.4 Need for rapid product development
In opposition to the need for more testing to achieve high quality and reliability, there
is, today, extreme pressure to reduce the amount of time needed to go from new-product
conceptualization to production. This pressure has the eect of further reducing the amount
of time available for reliability testing at all stages of the product-development process.
This creates new challenges for product and production process design and for planning
and analyzing the results of reliability studies to reduce the risk of overlooking potential
future reliability problems.
1.5 Overview: types of failures and sources of information for reliability
improvement
This paper is organized as follows. Section 2 contrasts traditional ideas of reliability demon-
stration with more modern concepts of reliability assurance. Section 3 describes a simple
classication of failure types. Section 4 describes a generic model for failures, providing a
framework for our subsequent discussion of reliability tests and other sources of information
for reliability improvement/assurance programs. Section 5 describes the important dier-
ences between traditional time-to-failure data and the more generally useful degradation
data.
Table 1 outlines our subsequent discussion of dierent types of reliability tests and the
types of failures they are designed to nd. Depending on the particular industry and product
being considered, there might be some disagreement with the placement of the X's in the
table, but the general idea is that dierent types of reliability tests are needed at dierent
stages of product development to nd and obtain information about dierent kinds of failure
modes. In general, upstream tests (Section 6) will characterize and qualify components
and materials as well as provide information on degradation rates and/or time-to-failure
distribution of failure modes known occur in actual eld operation. Most product design
changes made early in the product-development cycle (upstream) are relatively painless and
inexpensive (i.e., relative to changes made after a product introduction to customers). An
important class of upstream reliability tests (Section 7) focuses on discovering unexpected
failure modes and improving reliability involving interactions and interfaces among product
components and subsystems. Downstream reliability tests (Section 8) are used to verify or
demonstrate nal product reliability or, in some cases, used as a screen to remove defective
product before shipping. There can be serious economic and other consequences when a
failure mode is discovered in downstream tests or in actual service. Section 9 describes
the important role of eld data in the reliability improvement/assurance process. Section
10 summarizes some of the important ideas and explains some of the key ideas behind
information ows in the design of an eective reliability improvement/assurance process.
4Table 1: Types of failure found by dierent reliability tests
Kind of Failure Mode
Unavoidable Known Unexpected Known Unexpected
Degradation Infant Infant Accidental Accidental
Type of Test Failure Mortality Mortality Failure Failure
Upstream ALT X X
ADT X X
Static RDE's X X X X
Dynamic RDE's X X X X
STRIFE Tests X X
Downstream ESS/Burn-in X X
Screening Tests
Early Field Data X X X X
Other Field Data X X X X X
1.6 Acronyms
This paper uses the following acronyms.
ALT Accelerated Life Test FMEA Failure Modes and Eects Analysis
ADT Accelerated Degradation Test RDE Robust-design experiment
ESS Environmental Stress Screening STRIFE Stress-Life Test
2 Reliability Demonstration and Reliability Assurance Pro-
cesses
This section contrasts some of the traditional ideas of reliability demonstration with more
modern ideas of developing a process for reliability assurance.
2.1 Reliability demonstration
Manufacturers may be expected to \demonstrate" to customers (internal or external) that
their products have a specied degree of reliability. For high reliability products, with
limitations on the number of samples and amount of available testing time, such demon-
strations are expensive, impracticable or impossible. Demonstration puts the burden of
proof on the manufacturer; an inconclusive test results in a failed demonstration. For ex-
ample, to demonstrate, at a 95% level of condence, that a system will operate for ve years
with reliability 0.999 would require that 2995 units be tested for ve years without failure.
5To overcome the diculties of conducting timely and economical reliability demonstra-
tion tests, a number of approaches have been suggested and used, with varying degrees of
success.
 For some products, testing time can be compressed by a) increasing use-rates and/or
b) using stress-acceleration factors (e.g., temperature, humidity, and voltage) to make
units fail faster. For complicated products it is dicult or impossible to achieve much
in the way of time acceleration in end-of-production demonstration tests. This is
because nal products typically have many subsystems and other components. In
particular
{ Products may have many potential failure modes, each aected dierently by
the stress-acceleration factors (raising the possibility of masking of practically
important failure modes by those that would be more highly accelerated).
{ Some system components will have limited ability to tolerate increased stresses
without incurring damage, causing failures that would not be seen in actual
application (e.g., melting of plastic).
{ Extrapolation in stress is extremely dangerous outside of situations where there
is only one or a small number of failure modes for which the kinetics of failure
are well understood and/or extrapolation models have been veried empirically.
It is for these reasons that accelerated testing is most useful for obtaining component-
level information.
 With the introduction of assumptions in the form of a particular time-to-failure dis-
tribution (e.g., the Weibull distribution), it may be possible to decrease the length
of the test and maintain precision. Then reliability predictions require extrapolation
in time (e.g., using data over 6 months to predict out 5 years). Needed sample sizes
remain high and there is potential for having serious model-extrapolation errors (e.g.,
the human mortality extrapolation example in [7]).
 Use of Bayesian methods for demonstration testing allows the incorporation of \prior
information" into the demonstration. With strong prior information it is possible
to obtain precise results with smaller sample sizes. The danger is that the prior
information may reect wishful thinking instead of accurate reliability information,
leading to unrealistically optimistic reliability predictions, as described in [6]. Even
if the prior information has basis in past experience, its use requires a third form of
dangerous extrapolation|extrapolation from past product.
In addition to the other assumptions listed in this section, reliability demonstration tests
have an implicit assumption that the test conditions reect actual use conditions. See [8]
for detailed discussion of assumptions underlying statistical analyses from enumerative and
analytic studies.
62.2 Traditional reactive approach taken when reliability requirements are
not met
In spite of best intentions and eorts, in many cases reliability goals and requirements are
not met at or near to the time product is to be delivered to a customer or customers. In
the worst cases, the reliability problems become known after large numbers of units have
been introduced into the eld. At this stage, various alternatives need to be considered
(or pre-planned contingencies implemented). Some of the alternatives (depending on the
particular reliability problem and economic considerations) include
 Delay product introduction and continue (or begin) a program of reliability growth
involving a test-and-x process (design changes to improve reliability).
 Use burn-in or environmental stress screening to eliminate defective components from
systems before they are shipped.
 Product recall or eld changes of critical components.
 Agreements to cover losses through warranty protection to cover expenses due to eld
product failures.
Any of these will lead to some combination of additional expense, increased inconvenience,
loss of revenue and goodwill, delay of product introduction, uncertainty about future prod-
uct reliability, and delay of eorts in the next generation of product development.
2.3 Modern proactive approach of reliability assurance|the roles of re-
liability tests, experiments, and use of past eld data
The development of high-reliability products in shorter product-cycle times will require
the use of reliability assurance processes. Figure 1 provides an example of such a pro-
cess. The solid boxes and lines show the core activities in design production and product
ow. The dashed boxes and lines show statistical and engineering information sources and
information ow paths. Generally, reliability assurance processes should concentrate most
reliability testing eorts upstream in the product conceptualization/design/development se-
quence. This is analogous to using upstream process design and process monitoring instead
of downstream inspection to produce high-quality products. In the rest of this paper we
will discuss a unifying model and classication for product failure and discuss the statistical
tools outlined in Figure 1.
3 A Simple Classication of Failure Types
Understanding the physical and chemical mechanisms or random risk factors leading to
failure can suggest eective methods for eliminating failure modes or reducing the proba-
bility of a failure mode. Broadly speaking, it is possible to classify failure modes into three
dierent categories which we describe in this section.
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Figure 1: Example of information ow patterns in a reliability assurance process
3.1 Infant mortality failures
Infant mortality failures have been most common in electronic equipment, but are possible
in most any kind of product, especially those using new or otherwise untested technology.
Infant mortality results from units that contain manufacturing defects that will lead to
premature failure. Infant mortality failures are often traced to a defect-causing degradation
mechanism. Examples include
 A crack in the encapsulement of an integrated circuit allowing destructive reactive
elements to enter.
 Improper installation of a mechanical component causing higher than usual wear rates.
 Improper preparation of a surface before painting.
Often such defects tend to concentrate in particular batches. Generally the proportion
of such defects is small and will decrease as a product design and manufacturing process
matures.
For infant mortality failure modes, the primary concern is not the time-to-failure dis-
tribution but instead with the proportion of units that will fail unexpectedly. See [18] for
a description of statistical methods for analyzing infant mortality data. For short-term
economic reasons, failures during the warranty period are often of primary interest. Serious
losses of goodwill can, however, occur for out-of-warranty infant mortality failures (e.g., a
computer that fails one month after a one-year warranty expires).
83.2 Failures due to accidents and other external shocks
Not all failures can be traced to degradation; some product failures are caused by sudden
accidents. For example,
 A tire may be punctured by a nail in the road.
 A computer modem may fail from a lightning induced charge an unprotected telephone
line.
Failures due to external shocks or accidents depend only on the occurrence of the shock and
not on the state (i.e., degradation) of the product at the time of the shock. If a failure occurs
after multiple shocks, then we would consider it a degradation mode where, for example,
the level of degradation would be some measure of accumulated damage.
3.3 Failures due to unavoidable degradation
Some products (or components in systems) exhibit \unavoidable, graceful, degradation
toward failure." Examples of degradation failure modes include,
 Tread on automobile tires and friction material on automobile break pads and clutches
that wear with use.
 Corrosion causes thinning of walls of pipes in a chemical reactor.
 Filament material in a light bulb evaporates over time.
 Fatigue cracks will initiate and grow in a steel frame if there are suciently high
bending stresses.
Key concerns here are factors aecting degradation rates and the relationship of degradation
to actual failure events. It may be possible to extend life of degrading components by
reducing the rate degradation, by designing the product to be more robust to degradation,
or by replacement of degrading components before they can fail in service.
3.4 Comments
We can see that the boundaries among these types of failures are not always sharp. For
example, an accident could set up the conditions needed for degradation to progress or a
product may become more susceptible to accidental failure after some degradation. Never-
theless, the structure will be useful in our subsequent discussion.
\Surprise" or unanticipated failure modes generally cause the most serious (i.e., ex-
pensive) reliability problems. Some failure modes are discovered only after a product has
been introduced into actual service. Many unexpected failure modes are traced to a defect-
causing degradation mechanism (e.g., unexpected corrosive elements in an operating envi-
ronment that were not present during laboratory life tests). Others are due to accidents,
usually, where sucient protection was not provided (e.g., damage to electronics from light-
ning or electro-static discharge).
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Figure 2: Examples of possible shapes for univariate degradation curves using arbitrary
units of degradation and time
4 A Generic Model for Degradation-Caused Failures
4.1 Degradation leading to failure
Most failures can be traced to an underlying degradation process. Figure 2 shows examples
of three possible shapes for univariate degradation curves in arbitrary units of degradation
and time: linear, convex, and concave. The horizontal line at degradation level 0.6 rep-
resents the level or approximate level at which failure would occur. In many applications
there may be more than one degradation measure or more than one underlying degradation
process. For the discussion in this paper, however, we will restrict discussion to failure
modes with a single degradation process and corresponding degradation measure.
Linear degradation might be expected in wear processes where the rate of wear is con-
stant over time (e.g., tire wear). Linear degradation models were used in [24] to model the
increase in a resistance measurement over time and in [27], modeling lumens output from
uorescent light bulbs over time.
Degradation curve models in which the rate of growth tends to increase with the level
of degradation are used in modeling the growth of fatigue cracks. For example, [16] use the
Paris model for the growth rate of fatigue cracks. Letting a denote the size of a crack, a
measure of degradation, the Paris model (e.g., [5]), says that
da
dt
= C [K(a)]
m
; (1)
where C and m are materials properties and K(a) is a function of crack size a which also
depends on applied stress, part dimensions, and geometry. The convex curve in Figure 2 is
the solution to this dierential equation with xed C, m, and K(a) function.
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Figure 3: Plot of Paris model for growth of fatigue cracks with unit-to-unit variability in
the initial crack size but with constant materials parameters (C and m), and constant stress
Models in which the rate of growth decreases with the level of degradation are used in
[3] and [21] to describe degradation of components in electronic circuits. For example, the
concave curve in Figure 2 depicts Model 1 from [21]. This curve is a graph of
A
2
(t) = A
2
(1)  [A
2
(1) A
2
(0)] exp( k
1
t); (2)
the solution to a system of dierential equations based on chemical kinetics to predict A
2
(t),
the amount of failure-causing chlorine compounds as a function of time. The asymptote at
A
2
(1) is a function of the limited initial amount of reactive compounds containing chlorine
and available for reaction to the harmful compounds.
4.2 Models for variation in degradation and failure time
If all manufactured units were identical, operated at exactly the same time, under exactly
the same conditions, and in exactly the same environment, and if every unit failed as it
reached a particular \critical" level of degradation, then all units would fail at exactly the
same time. Of course, there is some degree of variability in all of these failure-related factors
and these combine to cause variability in failure times.
4.2.1 Unit-to-unit variability
The following sources of variability are due to variability in the characteristics of individual
units.
 Initial level of degradation or amount of harmful, degradation-causing ma-
terial. Figure 3 shows the Paris model for growth of fatigue cracks, with simulated
variability in the size of the initial crack, but with all other of the unit's characteristics
and other factors aecting crack growth rate held constant.
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Figure 4: Plot of Paris model for growth of fatigue cracks with unit-to-unit variability in
the initial crack size and materials parameters (C and m), but with constant stress
 Material properties. Figure 4 shows the Paris model for growth of fatigue cracks,
allowing for unit-to-unit variability in the material properties parameters C and m
and the size of the initial crack. In this case, as shown in the Paris model in (1), the
rate of growth depends on C and m and this additional variability allows for crossing
of the crack-growth curves (typical of what is observed in actual fatigue testing).
Figure 5 shows simulated curves from the model in (2) depicting the amount of A
2
,
the failure-causing chlorine compounds, as a function of time. The curves illustrate
variability in A
2
(0), k
1
, the reaction rate, and in the asymptote, A
2
(1).
 Component geometry or dimensions. Unit-to-unit variability in component ge-
ometry or dimensions can, for example, cause additional unit-to-unit variability in
degradation rates [as in the Paris model in (1)].
Taguchi [25] calls these sources of variability, due mostly to manufacturing or raw materials
variability, \unit-to-unit noises."
4.2.2 Variability due to operating and environmental conditions
Besides the materials properties described in Section 4.2.1, the rate of degradation toward
failure will depend on operating and environmental conditions. Taguchi [25] calls these
sources of variability \external noises." For example, the K(a) in the Paris model (1)
depends on the amount of applied stress. In laboratory fatigue tests, the amount of stress
is either xed or changing in a systematic manner (e.g., to keep K(a) nearly constant as a
increases). In actual operation of most components, stress would generally be a complicated
function of time, described by a stochastic process model. Figure 6 shows the Paris model
example with degradation rate at each instant (actually over intervals of size 400 miles)
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Figure 5: Plot of limited-level degradation model in which the initial conditions, growth
rate, and limiting level vary from unit to unit
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Figure 6: Plot of Paris model for growth of fatigue cracks with unit-to-unit variability in
the initial crack size and materials parameters (C and m), and with a stochastic process
model describing the changes in stress over the life of the unit
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Figure 7: Plot of limited-level degradation model in which the initial conditions, growth
rate, and limiting level vary from unit to unit and with a stochastic process describing a
time-varying degradation rate within each unit
determined by a white-noise stochastic process. For many chemical degradation processes,
the degradation rate will depend on factors like temperature and humidity. Figure 7 shows
the failure-causing chlorine compound model in (2) with variability simulated by a stochastic
process (sine-wave plus white noise) for the degradation rate k
1
. The resulting rough curves
are typical of what is seen in actual data with variations in operating temperature causing
corresponding variation in degradation rates.
Environmental factors play an important part in the determination of product reliabil-
ity. Automobiles corrode more rapidly in geographic areas that make heavy use of salt on
icy roads. An automobile battery would be expected to last longer in the warm climate of
Florida than in the stressfully cold climate of Alaska. Due to increased heat and ultra-violet
ray exposure, paints and other coating materials degrade more rapidly in southern part of
the United States. Driving automobiles on poorly maintained roads will cause fatigue fail-
ures of certain components to occur more rapidly than would be expected on smooth roads.
Electronic components installed in the engine compartment of an automobile are subjected
to much higher failure-causing heat, humidity, and vibration than are similar components
installed in an air-conditioned oce. Closely related is the eect of harsher-than-usual
handling or operation of a product. For example, some household sump pumps have only
a 50% duty cycle. If such a pump, in an emergency situation, has to run continuously,
the temperature of the electric motor's components will become exceedingly high and the
motor's life will be much shorter than expected. Excessive acceleration and breaking of an
automobile will lead to excessive wear on break pads, relative to number of miles driven.
A large proportion of unexpected reliability problems result from unanticipated failure
modes caused by environmental eects that were not part of the initial reliability-evaluation
program. When making an assessment of reliability it is important to consider environmen-
14
tal eects. Data from designed experiments or eld-tracking studies can be used to assess
the eect that environmental and operational variables will have on reliability.
In some applications it is possible to protect products from harsh environments. Alter-
natively, products can be designed to be robust enough to withstand the harshest expected
environments. Generally this can be done by,
 Designing to keep degradation rates low (keeping the degradation curves in Figure 7
from reaching the horizontal line at the critical degradation level of 0.6).
 Designing to allow product to operate with higher levels of degradation (e.g., raising
the critical level of degradation level above 0.6 in Figure 7).
Such practices might increase product cost, but could be expected to have exceedingly
high reliability in more benign environments. One of the challenges of product design is
discover and develop economical methods of building in robustness to environmental and
other factors that manufacturers and users are unable to control.
4.3 Relationship between degradation and failure
4.3.1 Hard failures: correlation between failure and degradation level
For some products, the denition of the failure event is clear|the product stops working
(e.g., when the resistance of a resistor deviates too much from its nominal value, causing
the oscillator in an electronic circuit to stop oscillating or when an incandescent light bulb
burns out). We call these \hard failures."
With hard failures, failure times will not, in general, correspond exactly with a particular
level of degradation (like the horizontal line shown in Figures 2 through 6). Instead, the level
of degradation at which failure (i.e., loss of functionality) occurs will be random from unit
to unit and even over time. For example, degradation might represent declining strength
and failure occurs when randomly applied stress exceeds strength, as shown in Figure 8. It
is possible that product-design factors could aect the rate of degradation as well as the
level of degradation at which a hard failure would occur.
4.3.2 Soft failures: specied degradation level
In some product there is a gradual loss of performance (e.g., decreasing light output from
a uorescent light bulb). Then failure would be dened (in a somewhat arbitrary manner)
at a specied level of degradation (e.g., 60% of initial output). We call this a \soft failure"
denition.
5 Degradation Data and Failure-Time Data
Traditionally, most statistical studies of product reliability have been based on time-to-
failure data. For some reliability tests, however, it is possible to record the actual level
of degradation on units as a function of time. Degradation data provide sample paths of
degradation level as a function of time, as illustrated in Figures 3 to 7. In this section we
describe some of the important dierences between these dierent kinds of data.
15
Stress
Initial
Strength
Degrading  Strength
Time
Figure 8: Dynamic stress-strength where strength decreases until random applied stress
exceeds strength
5.1 Degradation data
In some reliability studies, it is possible to measure degradation directly over time, either
continuously or at specic points in time. In most reliability testing applications, degrada-
tion data, if available, will have important practical advantages. In particular,
 Degradation data can, particularly in applications where few or no failures are ex-
pected, provide considerably more reliability information than would be available
from traditional time-to-failure data.
 Accelerated tests are commonly used to obtain reliability test information more quickly.
Direct observation of the degradation process (as opposed to observing a level of per-
formance output) allows direct modeling of the failure-causing mechanism, providing
more credible and precise reliability estimates and a rmer basis for extrapolation.
Degradation or performance level is the natural output of many testing processes (e.g.,
monitoring electrical characteristics of an electronic device). Often, however, degradation
measurement requires destructive inspection (e.g., destructive strength tests) or disruptive
measurement (e.g., disassembly of a motor, having the potential to change the degradation
process). The advantages of degradation data can also be compromised when the degrada-
tion measurements are contaminated with a substantial amount of measurement error or if
the degradation measure is not closely related to failure.
Degradation curves like those shown in Figure 9 are sometimes seen, especially in mon-
itoring of electrical parameters of electronic devices. A possible reason for the rapid change
in degradation is an unobserved sudden change in the physical state of the unit that would
16
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Figure 9: Plot of limited-level degradation model in which a proportion of units fail for a
reason that may not be closely related to the measured \degradation" variable.
lead to a subsequent increase in the degradation rate. In such cases the correlation between
failure times and early-life degradation will be small and there may be little to be gained
by using such a degradation measure instead of traditional failure time data. The limited
amount of information in such degradation measurements can be the result of monitoring a
performance variable (e.g., output voltage) rather than the actual physical degradation (e.g.,
amount of material displaced by electromigration). An important but dicult challenge of
degradation analysis is to nd and develop methods for accurately measuring variables that
are closely related to failure time.
5.2 Failure time data
For many reliability tests it is dicult, expensive, or impossible to obtain degradation
measurements and only (censored) time-to-failure data will be available. Such data can
still be used for purposes of reliability assessment and reliability improvement, but with
important limitations in the amount of information that will be available:
 As shown in [17], variances of important reliability characteristics like estimates of
percentiles of the life distribution will be larger than they would be with degradation
data.
 Verication of acceleration model assumptions is much more dicult.
 It will be dicult or impossible to estimate important reliability characteristics like
degradation rate.
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6 Upstream Accelerated Tests for Materials and Compo-
nents
Accelerated tests subject test units to higher than usual stresses to obtain life test or
degradation information more quickly. Accelerated life tests (observed time to failure)
and accelerated degradation tests (observed degradation as a function of time) are used
to obtain timely information about reliability/durability/life characteristics of materials or
relatively simple system components. In order to obtain information more quickly, units or
test specimens are put on test at higher than usual levels of stress (temperature, voltage,
pressure, vibration, ultra violet ray exposure, etc.). Then through the use of a statistical
model (usually based on kinetics of the underlying degradation process) it is possible to
make extrapolative inferences about reliability/durability/life characteristics at lower use
or design-levels of the stress variables. Generally, accelerated tests focus on one or a small
number of degradation processes or well-understood failure modes.
As indicated in Section 2.1, inferences about life at use or design stress conditions
require extrapolation in stress. Such extrapolation is dangerous, but unavoidable in accel-
erated testing. The magnitude of the inevitable extrapolation error (due to the use of an
approximate model) depends strongly on the adequacy of the assumed model and on the
degree of extrapolation. Meeker and Hahn [20] emphasize this point and suggest how to
design accelerated tests to balance the degree of extrapolation with statistical precision.
The justication for extrapolation has to come from the use of reliable models that have
been developed from a combination of physical and chemical theory and extensive previous
experience in testing similar products and materials. In particular some accelerated test
models assume that
 A physical/chemical process causes change in the test unit and that this change pro-
gresses over time to eventually cause failure.
 The applied stress or stresses accelerate reaction rates and that this acceleration can
be described by a model that is adequate over the range of testing and interest.
The well-known and commonly used acceleration models (e.g., the Arrhenius model for
temperature acceleration) have gained acceptance for some applications because of their
many successful applications and general agreement of laboratory test results with long-
term eld performance.
Nelson [22] provides a detailed treatment of the practical and statistical aspects of
accelerated tests. Meeker and Escobar [19] review recent research and describe various
issues in accelerated testing.
7 Upstream Robust-Design Experiments
Robust-Design is an experimental strategy to make a quality characteristic insensitive or
robust to various noise factors. Here \design" refers to the design of the product (although
there will also be \experimental designs" to specify how an experiment will be conducted
to obtain needed information). For example, using a power circuit output voltage (with
a target value) as the quality characteristic of interest, Taguchi, on page 74 of [25], states
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\The ideal in functional quality is for the functions to remain normal despite uctuations
in temperature, humidity, supply voltage, and other external (environmental) factors, even
when components and materials degrade or wear down during long use, and notwithstanding
unit-to-unit variability." Taguchi classies noise factors into the following categories: (a)
manufacturing variation, (b) various environmental and use conditions, and (c) degradation
or wear in components and materials (see Section 4.2).
Multifactor robust-design experiments (RDE) provide methods for systematic and e-
cient reliability improvement. These experiments, conducted on prototype units and sub-
systems and focus on failure modes involving interfaces and interactions among components
and subsystems. Among many possible product-design factors that may impact a system's
reliability, RDE's empirically identify the important ones and nd levels of product-design
factors that yield quality and reliability improvements. For further information see, for
example, [4], [10] and [23].
7.1 Eect of product-design factors on reliability
Because degradation occurs over time, one goal of robust-design is to achieve quality over
time (i.e., reliability). Product-design factors aect the elements of the degradation-caused
failure model of Section 4. In particular, to improve reliability we would want to choose
combinations of product-design factors to do one or more of the following:
(a) Decrease the standard deviation and the mean of the degradation rate distribution.
(b) Decrease the standard deviation and increase mean of the critical failure limit distribu-
tion. This does not apply if the critical failure limit is user dened, e.g., for uorescent
lamps, when light intensity falls below 60% of light intensity at 100 hours.
(c) Decrease the standard deviation and the mean of the degradation asymptote distri-
bution. This is applicable for limited-degradation models like the one illustrated in
Figure 7.
(d) Decrease the standard deviation and the mean of the initial degradation level distribu-
tion.
The degradation rate, critical failure limit, degradation asymptote, and initial degradation
level described in (a)-(d) are random so that they vary from unit to unit. Furthermore,
the quantities in (a)-(c) may change dynamically over the life of a product. To achieve
robustness of the system quality characteristic to variations in the noise factors over time,
we suggest an extension of the traditional RDE's that will focus on (a)-(d) and, when
needed, consider changes over time.
7.2 Static robust-design experiments
Static experimentation implies that individual experimental trials are conducted over rel-
atively short periods of time so that time-related physical change is not observed. Static
RDE's can be used to investigate, in addition to other noise factors, the eect of component
degradation on system functionality, quality and reliability. This can be done by using,
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experimentally, components with dierent values of a critical parameter that might change
with time (e.g., resistance, strength, or chemical composition) simulating degradation (or
change) that would be expected over time. The response in the experiment is the quality
characteristic or characteristics of interest. In terms of the degradation-caused failure model
of Section 4, the primary purpose of static RDE's is in increasing \robustness" by reduc-
ing the eect that degradation will have, over time, on a system's quality characteristic or
eventual failure (e.g., by raising the level of degradation that can be tolerated).
An important advantage of static RDE's is that they can be done quickly, without
having to wait for actual degradation or failures to occur. Not having to wait for degra-
dation or failures allows the use of a conrmatory experiment to verify directly that the
predicted optimum product-design factor-level combination will, in fact, provide reliability
improvement. For some examples of static RDE's see [2] and [23].
Static RDE's, however, have limitations.
 It may be dicult or impossible to obtain units with simulated degradation needed
to assess robustness to levels of degradation on the quality characteristic of interest.
 To predict reliability, degradation rates and patterns must be known ahead of time
(e.g., from previous experience or accelerated tests).
 In some products the primary focus is in reducing the degradation rate (e.g., the
degradation of light intensity of uorescent lamps or the wear of tires) and this can
only be assessed over time.
 Static RDE's experiments do not capture the joint impact of component degradation
and environmental factors. For example, there may be interaction between noise
factors and product-design factors that aect the degradation rate.
In such cases, the only recourse is to study the degradation process directly in a dynamic
RDE.
7.3 Dynamic robust-design experiments with degradation data
Dynamic robust-design experiments provide information, over time, on the eect that levels
of product-design factors and noise factors will have on the degradation process or on time-
to-failure distribution, or both.
Degradation data can provide rich information on the eect that experimental factors
have on the components (a)-(d) of the degradation failure model in Section 7.1. This in-
formation can be used to suggest methods for improving reliability. To analyze data from
dynamic RDE's with degradation data one can use the observed values of the quantities de-
scribed in Section 7.1 to estimate the parameters of the random-eects models (e.g., models
that allow degradation rates to change from unit to unit), as functions of the experimen-
tal factors (e.g., [16]). Given a (possibly probabilistic) relationship between degradation
and failure, the degradation model will provide estimates of the failure time distribution
characteristics (e.g., estimates of failure probabilities or distribution quantiles).
Section 7.6 of [26] describes an experiment to improve the reliability of passenger car
tires in which ve product-design factors (tire-core type, grain size distribution of carbon,
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carbon quantity, additive type and pressing temperature) are studied. Tires were measured
at all four positions on four dierent cars for tire unbalance just before the tires were put
on the car and after one and two months. The purpose of the experiment was to determine
the levels of the ve product-design factors that will result in minimal degradation in tire
unbalance across dierent levels of tire position and car; that is, tire position and car can
be regarded as noise factors.
In [27] there is a study of the eect of three product-design factors on the degradation
of uorescent lamp intensity over a period of time. This experiment, however, did not
include noise factors. Because failure was dened in terms of percent degradation from a
unit's initial condition, only the degradation rate distribution was of interest. Two of the
three product-design factors were found to aect the degradation rate and the experiment
suggested that a 70% increase in the median of the life distribution could be achieved.
7.4 Dynamic robust-design experiments with only failure-time data
As discussed in Section 5, even if there is a degradation process leading to failure, it may
be dicult or impossible to measure the amount of degradation. In such situations, failure
time data can still provide useful information for reliability improvement. In [11] and [12]
Hamada reviews a number of dynamic RDE's both with and without noise factors in which
failure-time was the reported response. It is common to see experiments with failure time as
the reported response, when a suitable, more informative degradation measure could easily
have been recorded as well.
7.5 Accelerated robust-design experiments
Generally degradation proceeds slowly under use conditions making it dicult to get timely
information from a dynamic RDE. The problem is especially acute when only failure time
data are available. In such cases, it might be possible to use ideas from accelerated testing
to obtain information more quickly. For example, use-rate might be increased or tests might
be run at higher than usual temperature, as described in Section 6. Recall the importance
of having a physical acceleration model as discussed earlier because less data is required
(i.e., fewer accelerating factor levels) and predictions are more reliable.
Chapter 21 of [4] discusses an experiment to improve the reliability of surface mount
capacitors which used acceleration. Other experiments described in [4] employed a regimen
of temperature and humidity cycling to accelerate failure.
7.6 Environmental stress/life (STRIFE) prototype tests to identify fail-
ure modes
The pressure to quickly develop new, high reliability products has motivated the devel-
opment of other new-product testing methods. The purpose of these testing methods is
to quickly identify and eliminate potential reliability problems early in the design stage of
product development. One such testing method is known as STRIFE (STRess-lIFE) test-
ing. The basic idea of STRIFE testing is to aggressively stress and test prototype or early
production units to force failures. Although it may be useful to test only one or two units,
more replicates will provide important additional information on unit-to-unit variation.
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For more information, see [1] which reports an example in which the complete STRIFE
test and improvement program was successfully completed in three weeks. Haible [9] de-
scribes general ideas behind STRIFE testing and guidelines for conducting STRIFE tests,
compares the method with other types of reliability testing, and outlines an example.
Because STRIFE tests result in product design changes, it is, perhaps, pointless to use
the resulting data to predict normal use reliability. Nevertheless, ideas from statistical
experimental design and models relating stress to life could be useful in choosing stresses,
stress ramp speed, and other aspects of the test.
8 Downstream Tests for Reliability Demonstration, Improve-
ment: Burn-in and Environmental Stress Screening
Burn-in tests can be viewed as a type of 100% inspection or screening of the product
population to eliminate or reduce the number of defective items that cause infant mortality.
All product units are run for a period of time before installation or use. To accelerate
the process, components like integrated circuits may be run at high levels of temperature
and/or other stresses. The ability to use acceleration is much more limited for systems and
subsystems. See [13] for an engineering approach to this subject. Also, see page 43 of [22].
Environmental Stress Screening (ESS) was developed as a means of accelerated burn-
in for units at the system or subsystem (e.g., circuit pack) level. ESS uses mild, but
complicated stressing such as temperature cycling, physical vibration, and perhaps stressful
operational regimes (e.g., running computer CPU chips at higher than usual clock speeds
and lower than usual voltages) to help identify the weak units. Tustin [28] provides a
motivational description of the methodology and several references. Page 39 of [22] gives
additional references, including military standards.
Burn-in and ESS are inspection/screening schemes. In line with the modern quality
precept of eliminating reliance on mass inspection, most manufacturers would prefer not to
do burn-in or ESS. They are expensive and may not be totally eective. By improving the
reliability through continuous improvement of the product design and the manufacturing
process, it may be possible to reduce or eliminate reliance on screening tests except, perhaps,
in the most critical applications.
9 Field Data
The most costly reliability problems are discovered after product has been introduced into
the eld. Often, problems are caused by failure modes that were not expected and were not
observed in any laboratory testing. There are many possible reasons for \surprise" failure
modes, as described in Section 3. Although problems that are rst discovered in the eld
are generally expensive to correct, for the following reasons, it is often important to develop
and use a process for systematic acquisition of some eld data.
 If a product has what could turn out to be a serious reliability problem, it is important
to learn about the problem as early as possible.
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 Field information can be used as feedback to improve future generations of the same
or similar product. Failure mode and degradation data are particularly rich in infor-
mation that can be used to suggest methods for reliability improvement.
 Customer impressions and information on environmental and other product-use con-
ditions (particularly those that have the potential to lead to product problems or
failure) are useful for reliability improvement programs.
Data from the eld can be obtained in many dierent ways.
 Some manufacturers will establish partnerships with customers who will thoroughly
exercise early production units to provide feedback before large numbers of units have
been shipped to regular customers. Examples include manufacturers who provide
employees with early-production units of their products and software vendors who
provide developers with early (beta-test) releases of their software products. This
approach is most eective if at least some units are subjected to the most severe
operating environments.
 Most products sold under warranty will generate warranty repair data. Generally
extra eort is needed to obtain detailed information.
 In some cases, manufacturers will do \eld tracking" where they carefully track the
performance of a sample of units in the eld.
See [14] and [15] for discussion of important issues in the collection and analysis of eld
reliability data.
10 Concluding Remarks: Dening the Reliability Assurance
Process
In today's manufacturing environment, the goal is to design, develop, test, and manufac-
ture high reliability economical products in short product-cycle times. Meeting this goal
will require the development of reliability assurance processes that produce, integrate, and
use engineering, scientic and empirical reliability information. Figure 1 illustrates the
interaction between engineering knowledge and data-information ows in three product-
stages: design, manufacturing, and use. Customer requirements, engineering theory, and
other knowledge combine to develop robust product and robust process designs. Upstream
data and information sources (ALT, ADT, RDE, etc.) for reliability characterization and
improvement are tightly linked to this development.
Manufacturing variation can reduce product reliability. Eective process control and
process monitoring is important for maintaining high quality/reliability. Similarly, im-
proper assembly, process operating conditions, or handling can lead to undesired conse-
quences. Explicit consideration of design-manufacturability and the development of robust
manufacturing processes can enhance product reliability.
In parallel with the modern quality philosophy, manufacturers would rather not rely on
expensive downstream reliability screening (burn-in and ESS) to assure product reliability.
Upstream eorts can be more eective and less expensive. When downstream reliability
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testing is needed and used (especially for under sea and space applications where the ad-
ditional cost of such methods is clearly justied) failure information can be useful in the
reliability improvement process.
Careful collection and monitoring of early-production data (both laboratory testing and
eld use) can provide early warning of potential reliability problems. Although reliability
problems found at this stage may require expensive remedies, it is much better to discover
problems earlier rather than later in the production cycle. Field data also provides a rich
source of information for future product generations. In either case, potentially important
auxiliary information (use rates, environmental conditions, amount of degradation, etc.) on
both surviving and failing units should be collected and fed-back to design engineers.
The design of an eective reliability assurance process may include all or only some of
the elements in Figure 1. Particular market and technological conditions will determine
the best structure. Meeting today's reliability goals can, however, be expected to require
the development of better methods for conducting upstream experiments to provide needed
information.
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